[image: image1.png]



SPECIFICATIONS FOR EXTERNAL HALYARD FIBERGLASS FLAGPOLES


SPECIFIER NOTE:  These specifications were current at the time of publication but are subject to change at any time without notice. Please confirm the accuracy of these specifications with the manufacturer and/or distributor prior to installation.

SECTION  10 75 00
1.0 GENERAL
1.1 Description of Work
A. Work Included 

SPECIFER NOTE:  Edit section to include specified model and installation method.  Delete items not required.
1. Supply fiberglass Ground Set Flagpole Model # [FG20R] [FG25R] [FG25] [FG30] [FG35] [FG40] as manufactured by Alliance Flagpoles Inc, Roseland, NJ 07068.
1. Supply fiberglass Tilt Base Flagpole Model # [FG30TB] [FG35TB] [FG40TB] as manufactured by Alliance Flagpoles Inc, Roseland, NJ 07068.
B. Related Work: Documents affecting work of this section include, but are not limited to, General and Supplementary Conditions and Sections in Division 1 of these specifications.

1.2 Quality Assurance

A. Manufacturing Standards: Provide each flagpole as a complete unit produced by a single manufacturer, including fittings, accessories, bases and anchorage devices.

SPECIFIER NOTE:  Edit section to include specific project requirements.   Wind calculations to be based on AASHTO and NAAMM standards.

B. Design Criteria: Provide flagpole and installation method constructed to withstand a _____ mph wind velocity and a wing velocity of _____ mph when flying a flag of _____' x _____'.

1.3 Submittals

A. Product Data: Submit manufacturer's technical data and installation instructions for each type of flagpole.

B. Shop Drawings: Submit __ copies of shop drawings of flagpoles and bases, showing general layout, jointing and complete anchoring and supporting systems.

SPECIFIER NOTE:  Delete section if colors have already been selected.

C. Selection Samples:  For each product specified furnish two complete sets of color chips representing manufacturer’s full range of available colors.

1.4 Delivery, Storage and Handling
A. Store products in accordance with manufacturer’s requirements and recommendations.

B. Store products in manufacturer's unopened packaging until ready for installation. 

C. Keep flagpole and accessories covered and dry to prevent soiling or damage.

2.0 PRODUCTS
2.1  Acceptable Manufacturer
A. Alliance Flagpoles LLC, 105 Eisenhower Parkway, 2nd Floor, Roseland, NJ  07068  Tel: (973) 228-9400. Fax (973)-226-6478. Email: sales@allianceflagpoles.com  Web:  www.allianceflagpoles.com. 

SPECIFIER NOTE:  Delete one of the following two paragraphs; coordinate with requirements of Division 1 section on product options and substitutions. 
B. Substitutions: Not permitted. 

B. Requests for substitutions will be considered in accordance with provisions of Section 01 60 00.

2.2 Flagpole Type 

A. Fiberglass Flagpoles:  The flagpole shall be manufactured from 70/30 Vertical/Horizontal woven roving and polyester resin complete with a UV resistant durable high gloss gel coat finish. Wind calculations are based on AASHTO and NAAMM standards and independently verified with the pole to withstand wind speeds of 130 mph, un-flagged.

B. Description:

SPECIFER NOTE:  Select height and butt diameter of Ground Set flagpole.  Delete paragraph if not required.

1. The Flagpole shall have an overall height of  [22]  [27]  [33]  [39]  [44] feet. 

2. The Butt diameter shall be [4 5/8”]  [4 3/4”]  [6”]  [6 ¾”]  [7”]  inches.

SPECIFER NOTE:  Select height and butt diameter of Tilt Base flagpole.  Delete paragraph if not required.

1. The Flagpole shall have an overall height of [30]  [35]  [40] feet. 

2. The Butt diameter shall be [6 ¾”]  [7”]  [7”] inches.

SPECIFIER NOTE:  Select appropriate model specifications.  Delete those not required.
3. The top diameter shall be 3” inches.

4. The Pole weight shall be [30 lbs]  [35 lbs]  [39 lbs]  [75 lbs]  [89 lbs]  [111 lbs] ground sleeve fixing excluding packaging.

5. The Pole weight shall be [135 lbs]  [169 lbs]  [171 lbs] tilt base fixing excluding packaging.

6. The flagpole shall have an Entasis taper.

SPECIFIER NOTE:  Select appropriate color.  Delete those not required.
7. The color of the flagpole shall be [White]  [Metallic Silver]  [Bronze]  [Black] finished to a high gloss.

2.3  Accessories

SPECIFIER NOTE:  Specify product requirements.  Delete those not required.

A. The flagpole shall be equipped with Alliance accessories including;

1. Gold Colored Aluminum Ball.

2. 360( Rotating Truck and Saddle.
3. 8.5” [6” FG20 FG25R] White Plastic Cleat.

4. Length of ½” [ ¼” FG20, FG25R] Flat Braid Coreless Nylon Halyard. 

5. Plastic Covered Brass Snap Hooks [Nylon Snap on FG20, FG25R] to attach flags.

6. [Plastic] [Aluminum] Flash Collar.

2.4 Flagpole Mounting

SPECIFIER NOTE: Select appropriate specifications.
A. Durable PVC Plastic Ground Sleeve appropriate to the Height and Butt diameter of the flagpole.

A. Hot Dip Galvanised Steel Tilt Base. The Tilt base comprising of Foundation Plate, Rods and Factory Installed Foot. The pivoting assembly foot being bonded internally to the wall of the pole. Also supplied will be 1 No. Hinge Pin and 4 No. Foundation Rods and associated nuts (4), half-nuts (12) and washers (8) for correct installation.

3.0 EXECUTION
3.1 Examination

A. Do not begin installation until final grades and elevations have been established.   

B. If final base elevation is determined by others, confirm with Architect before proceeding.

3.2  Installation

A. Install flagpole as indicated and in compliance with final shop drawings and manufacturer's instruction. 

END OF SECTION

